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Cloth Duct Tape

Technical Data

Product Description

Product Construction Tape Structure: Polyethylene over cloth

Backing Adhesive: Scrim/synthetic rubber

Color: Silver

Liner: Tan kraft paper with silicone release

Typical Physical Properties Total Thickness mills(mm): 5.8(0.147)

Adhesion to Steel oz/in width N/100mm: 58(63.5)

Tensile Strength lb/in (N/100mm): 16(280.2)

Elongation: 12%

Size: 1.88in x 50yd (48mm x 45.7m)

      2.83in x 50yd (72mm x 45.7m)

Packaging: Individual Wrap

Features

Application Ideas

Excellent viscosity and flexibility,withstand voltage,
cold-resistance,high-tensile,suitable for insulative
wrapping wire,cable and automobile line bunch.

● Silver polyethylene backing over a cloth scrim resists
moisture for reliable tape performance in moist or humid
environments.

● Synthetic rubber pressure sensitive adhesive sticks on
contact to metal, glass, plastic, concrete, and other
surfaces in non-critical applications.

● Surface readily accepts writing with markers for
temporary labeling

● Tape tears easily by hand from the roll

● Individually wrapped roll for easy identification and to
keep the roll clean until ready for use

Cloth Duct Tape to every tool box and job site for a
variety of light duty applications.

● Resistance to cold, heat and aging

● High mechanical strength and good impact resistance

● Conforms well to corners and irregularsurfaces

● Works well for vapor sealing, sheet metalductwork and
general purpose heavy duty service

● Self wound product is hand tear able andapplies easily



Storage

Shelf Life

Specifications Width: From 15mm to 1060mm

Length: 10m,25m,50m,10yds,20yds…1000m
Jumbo size: 1.06m*1000m
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Store under normal conditions of 16℃ to 27℃ and 40 to 60%
R.H.in the original carton.

To obtain best performance, use this product within 24
months from date of manufacture.


